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Installing an Ethernet Printer on a network with Windows XP/Vista
Plug the printer into the network and turn power on.

Run a diagnostic sample and get the printer IP address. If there is a problem with the IP address then reset the printer communication parameters and try again.
Note: 

The configuration utility used to configure the printer should be closed prior to this step.

Go to the Control Panel/Printers window.
Open Printers and Faxes  

Choose Add a Printer, Next

Local printer (do not choose network printer), and choose Create a New Port.
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Local or Network Printer
The wizard needs to know which type of pinte o set up.

Select he opion that dscrbes the et you went o use:
© Lacal it aiached 2 s sompited
] sutomatically detect and installmy Plug and Play pinter

O A network printer, or 2 pinter aitached to another computer

anetwork priter that s not altached to a it srver,

use the Loc piter” opton.
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Click Next

Choose Create a New Port
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Select a Printer Port
Computers commuricate with piters thiough ports.

Selectthe portyou wank your priter to use. |fthe partis not listed, you oan crealte a
new port

O Use the following port:

© Create anew port:
Type ofpor andard TC





Select Standard TCP/IP Port, and then TCP/IP Device in the device type selection box
Click Next

Assure printer is on, connected and configured.

Click Next

Input the printer IP address in the IP address box. 
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Add Port
For which device do you wart to add 3 port?

Ente the Pinter Name o1 [P address, and a pot name for the desied device.

Priter Name or [P Address: | 10.1:214

PortName: IP_101214





Click Next

Select Generic Network Card for Device Type/Standard.
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Additional Port Information Required
The device could nt be idertiied

The device i nat found an the netwark, Be sure that

1. The device s tumed on
2 The network is connected.

3. The device s properly configured.

4. The addess on the previous page i cortect

1 youthink the s s not corect,click Back to etun o the previous page. Then cortect
the address and perform anather seaich on the network. |f you are sure the address is corect,
selectthe device type belon.

Device Type
® Standard
O Lustom





Click Next
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W Completing the Add Standard
TCP/IP Printer Port Wizard

—
Yo have selected a port with the following cheracterisics.

SHMP: No
Protocol  RAW, Port 9100
Devies 101213

FotName:  1P_101.213

Adopter Type: Generic Network Card

To completethis wizard,click Firish.





Check settings and click Finish.
At the Install Printer Driver Window, choose Have Disk and Browse to the appropriate CognitiveTPG driver location and select the appropriate CognitiveTPG  driver.
If the Cognitive Printer Administrator has been installed the drivers are located in 

C:\Program Files\Cognitive\Drivers.
Once the printer is installed, do not print the test page yet.

Go back to the Printers group and right click on the printer you just installed, choose properties.

Go to the printer group again and right click on the newly installed printer. Go to properties and print a test page.

If successful, you should now be able to use this printer from any Windows program.
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